
 

  MOTORISED BUTTERFLY VALVE  
DN50 – DN200 

                                     
 
 
 
  

 

Actuator technical specifications: 

 Genebre rotary actuator are designed for applications requiring 1/4 turn (90º), ideal for the electric 
automation of ball valves and butterfly valves 

 Power supply: 24Vac or 230Vac on all models 

 Suitable for on/off control and can be upgraded to Modulating Control using a Digital Positioner DPS: 4-20 
mA, 0-20 mA, 0-10V or 2-10V. (Sold Separately) 

 End switches for status feedback standard on all models 

 High IP Rating suitable for outdoor use IP67  

 High Close off Pressure of 10 Bar DP 

 There are 6 different sizes according to operational requirements 20Nm to 300Nm 

 Manual override 

 Clear position indication 

 Fail safety is available with an additional kit 

Butterfly valve technical specifications: 

 Butterfly valve wafer type. 

 GG-20 Cast Iron body allows installation in ANSI 

 150 and DIN PN 10/16 pipe flanges. 

 EPDM body seat. 

 Butterfly made in Iron GGG-40. 

 Actuator mounting plate according to ISO 5211 –DIN 3337. 

 Face to face according to UNE EN 558-1 Series 20 (DIN 3202 K1). 

 Epoxy coating. 

 Working Temperature -20ºC + 120 ºC. 

 Maximum working pressure: 

 16 bar (sizes 2” to 12”) 
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